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1 CLI list

1-1  Port Config command list
Port Config Command Summary Table:
	config ports [<portlist> | all] {medium_type [fiber | copper]} 
{speed [auto auto | 10_half | 10_full | 100_half | 100_full | 1000_full {[master | slave]}]  

| flow_control [enable | disable] | state [enable | disable] | learning [enable | disable]
| [description <desc 1-64> | clear_description]
| mdix [auto | normal | cross] }


1-1-1  Config Ports
Purpose

Used to configure the switch port settings.
Format
config ports [<portlist> | all] {medium_type [fiber | copper]} 

{speed [auto auto | 10_half | 10_full | 100_half | 100_full | 1000_full {[master | slave]}]  

| flow_control [enable | disable] | state [enable | disable] | learning [enable | disable]

| [description <desc 1-64> | clear_description] | mdix [auto | normal | cross] }
Description

The config ports command changes switch port settings.
Parameters
	Parameters
	  Description

	portlist
	Specified a range of ports to be configured. (UnitID: port number).

For set all ports in the system, you may use “all” parameter.

	all
	

	medium_type
	Specify the medium type while the configure ports are combo ports

It’s an optional parameter for configure medium type of combo port; For none combo ports, user need not to specify medium_type in the command.

	Speed
	You can set port speed of the specified ports.

	
	auto
	Set port speed to auto negotiation.

	
	10_half
	Set port speed to 10_half.

	
	10_full
	Set port speed to 10_full.

	
	100_half
	Set port speed to 100_half.

	
	100_full
	Set port speed to 100_full.

	
	1000_fulll
	1000_full set port speed to 1000_full. While set port speed to 1000_full,user should specify master or slave mode for 1000 base TX interface, and leave the 1000_full without any master or slave setting for other interface.

	Flow_control
	You can turn on or turn off flow control on one or more ports.

By set flow_control to enable or disable.

	State
	Enables or disables the specified port.

If the specified ports are in error-disabled status, configure their state to enable will recover these ports from disabled to enable state.

	Learning
	You can turn on or turn off MAC address learning on one or more ports.

	Description
	Describe the port interface.

	mdix
	MDIX mode can be specified as auto, normal, and cross.


Help message

Used to configure port settings.
Restriction
	
	Administrator
	Operator
	Power User
	User

	2-operation level
	Yes
	n/a
	n/a
	No

	3-operation level
	Yes
	Yes
	n/a
	No

	4-operation level
	Yes
	Yes
	Yes
	No


Examples

To configure the speed of the port 1-3 of unit 1 to be 10 Mbps, duplex is full, learning enable, state enable and description:
	DES-1228/ME:5#config ports 1-3 speed 10_full learning enable state enable description "example description"

Command: config ports 1-3 speed 10_full learning enable state enable description "example description"

Success.

DES-1228/ME:5#


2 Web
2-1  Port Config Function Web 2.0

2-1-1  Web Tree
[image: image1.png]



2-1-2  Main Pages
2-1-2-1  Port Description Settings Page
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